AOR

AXOR Starck =
Single lever manual shower mixer for exposed installation with pin handle "I"\
Surfaces: Art. no. : 10611000

product features
- designed to run 1 function

Centre distance: 150 mm = 16 mm
Maximum flow rate (at 3 bar): 28 I/min

Flow rate of hand shower (at 3 bar): 16 I/min
ceramic cartridge

Maximum temperature can be adjusted on
installation

non-return valve

hose connection 5"

Connection type: S connections
Min. operating pressure: 1 bar
Max. operating pressure: 10 bar
non thermostatic

Product image

Article Details

Price excl. VAT £708.33
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AOR

AXOR Starck =
Single lever manual shower mixer for exposed installation with pin handle "r\
Surfaces: Art. no. : 10611000
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AOR

AXOR Starck =
Single lever manual shower mixer for exposed installation with pin handle "I"\
Surfaces: Art. no. : 10611000

Exploded Drawing
Year of production: >04/04
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AXOR Starck

Single lever manual shower mixer for exposed installation with pin handle

Surfaces: Art. no. : 10611000

Year of production: >04/04

Pos. Art. no. Price PU
1 handle 10093000 - 1
2 screw cover 96762000 - 1
3 flange 96763000 - 1
4 nut 97209000 - 1
5 O-ring 33x2 98154000 - 1
6 cartridge, assy 92730000 - 1
7 O-ring 29x2 98391000 - 1
8 O-ring 11x2 98127000 - 1
9 O-ring 12x2 98214000 - 1
10 set of non return valves DW 15 94074000 - 1
11 escutcheon @ 59 mm 97507000 - 1
12 noise reduction 96429000 - 1
13 set of S-unions with nuts 96742000 - 1
14 O-ring 18x2,5 98139000 - 1
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